
FACILITIES AND INFRASTRUCTURE 
ELECTRICAL SYSTEMS STANDARDS  
SECTION 26 05 44:  SLEEVES AND SLEEVE SEALS 
FOR ELECTRICAL SYSTEMS    POS SEA-TAC INTERNATIONAL AIRPORT 

LAST REVISION DATE:  3/1/2019 260544-1 

READ THIS FIRST 
Notice to the Design Engineer, this document is part of Facilities and Infrastructure standards 
for Electrical Systems. Designers are advised to NOT use this template (*.doc) document as 
part of any project contract documents. Designers shall use the Port of Seattle MasterSpec 
specifications from the following link:   
https://www.portseattle.org/page/guide-specifications.  
Designers shall edit the corresponding Port’s MasterSpec specification to meet the F&I Electri-
cal Standard outlined in this specification. Note that Port’s MasterSpec specifications contain 
specifications and languages for both Aviation and Maritime Divisions.  F&I Standards are strict-
ly for Aviation Division, and any Maritime related specs or languages should be removed from 
the project specifications.    

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and 
Supplementary Conditions and Division 01 Specification Sections, apply to this 
Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Sleeves for raceway and cable penetration of non-fire-rated construction walls 
and floors. 

2. Sleeve-seal systems. 
3. Sleeve-seal fittings. 
4. Grout. 
5. Silicone sealants. 

B. Related Requirements: 

1. Section 078413 "Penetration Firestopping" for penetration firestopping installed 
in fire-resistance-rated walls, horizontal assemblies, and smoke barriers, with 
and without penetrating items. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 
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PART 2 - PRODUCTS 

2.1 SLEEVES 

A. Wall Sleeves: 

1. Steel Pipe Sleeves: ASTM A 53/A 53M, Type E, Grade B, Schedule 40, zinc 
coated, plain ends. 

2. Cast-Iron Pipe Sleeves: Cast or fabricated "wall pipe," equivalent to ductile-iron 
pressure pipe, with plain ends and integral waterstop unless otherwise indicated. 

B. Sleeves for Rectangular Openings: 

1. Material: Galvanized sheet steel. 
2. Minimum Metal Thickness: 

a. For sleeve cross-section rectangle perimeter less than 50 inches and with 
no side larger than 16 inches, thickness shall be 0.052 inch. 

b. For sleeve cross-section rectangle perimeter 50 inches or more and one or 
more sides larger than 16 inches, thickness shall be 0.138 inch. 

2.2 GROUT 

A. Description: Nonshrink; recommended for interior and exterior sealing openings in non-
fire-rated walls or floors. 

B. Standard: ASTM C 1107/C 1107M, Grade B, post-hardening and volume-adjusting, 
dry, hydraulic-cement grout. 

C. Design Mix: 5000-psi, 28-day compressive strength. 

D. Packaging: Premixed and factory packaged. 

2.3 FIRESTOPPING 

A. Provide 3M Firestopping or approved equal. 

PART 3 - INSTALLATION  

3.1 SLEEVE INSTALLATION FOR NON-FIRE-RATED ELECTRICAL PENETRATIONS 

A. Comply with NECA 1. 

B. Comply with NEMA VE 2 for cable tray and cable penetrations. 
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C. Sleeves for Conduits Penetrating Above-Grade Non-Fire-Rated Concrete and 
Masonry-Unit Floors and Walls: 

1. Interior Penetrations of Non-Fire-Rated Walls and Floors: 
a. Seal annular space between sleeve and raceway or cable, using joint 

sealant appropriate for size, depth, and location of joint. Comply with 
requirements in Section 079200 "Joint Sealants." 

b. Seal space outside of sleeves with mortar or grout. Pack sealing material 
solidly between sleeve and wall so no voids remain. Tool exposed surfaces 
smooth; protect material while curing. 

2. Use pipe sleeves unless penetration arrangement requires rectangular sleeved 
opening. 

3. Size pipe sleeves to provide 1/4-inch annular clear space between sleeve and 
raceway or cable unless sleeve seal is to be installed or unless seismic criteria 
require different clearance. 

4. Install sleeves for wall penetrations unless core-drilled holes or formed openings 
are used. Install sleeves during erection of walls. Cut sleeves to length for 
mounting flush with both surfaces of walls. Deburr after cutting. 

5. Install sleeves for floor penetrations. Extend sleeves installed in floors 2 inches 
above finished floor level. Install sleeves during erection of floors. 

D. Sleeves for Conduits Penetrating Non-Fire-Rated Gypsum Board Assemblies: 

1. Use circular metal sleeves unless penetration arrangement requires rectangular 
sleeved opening. 

2. Seal space outside of sleeves with approved joint compound for gypsum board 
assemblies. 

E. Roof-Penetration Sleeves: Seal penetration of individual raceways and cables with 
flexible boot-type flashing units applied in coordination with roofing work. 

F. Aboveground, Exterior-Wall Penetrations: Seal penetrations using steel or cast-iron 
pipe sleeves and mechanical sleeve seals. See wall and floor standard penetration 
detail. 

G. Underground, Exterior-Wall and Floor Penetrations: Install cast-iron pipe sleeves. See 
wall and floor penetration standard detail 260544.01. 

3.2 SLEEVE-SEAL-FITTING INSTALLATION 

A. Install sleeve-seal fittings in new walls and slabs as they are constructed. 

B. Assemble fitting components of length to be flush with both surfaces of concrete slabs 
and walls. Position waterstop flange to be centered in concrete slab or wall. 

C. Secure nailing flanges to concrete forms. 

D. Using grout, seal the space around outside of sleeve-seal fittings. 
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END OF SECTION 260544 

Except as noted below: 

Firestopping detail 260544.01 
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