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GENERAL NOTES:

1. ALL DUCTBANKS SHALL ENTER AT THE EDGES OF A WALL AND ON THE SHORT WALL WHEN

POSSIBLE.

2. FOR DIMENSIONS AND CIVIL DETAILS OF MANHOLE, REFERENCE DETAIL SHEET 05.

SECTIONALIZING CABINET

HOUSEKEEPING PAD —\

A

01

|
|
|
|
|
|
|
|
|
ICOOPER OR APPROVED EQUAL
|
|
|
|
|
|
|
|

CABLE

TO EXIST
MANHOLE

NEW DUCTBANK [ |1

(PER PLANS

SECTIONALIZING
CABINET
GRADE T

# A-WAY H
PMI SWITCH
+ +
r—-———~>~F~—~"~—~———— A
| |
|
+ +

L J
/ ;
oeNNG—~ <~ ~~~—~———mmmmmm

DETAIL

/)
TYPICAL SWITCH VAULT W

EQUIPMENT LAYOUT

SCALE: NTS

4-WAY
ABCABC ABCABC PMI SWITCH

SUPPORT ALL
/_ CABLES (TYP)

rfhrfhr?hr?h

(u{nJa{alal

==

_ N

PR R EMB;DDEDCHAIINE L_// “VERTI::AL R A
CABLE RACK (TYP)
FIELD LOCATE QTY
AS REQUIRED
SECTION A
SWITCH VAULT SECTION o1
SCALE: NTS
DESIGNED BY DATE DETALL:
JAS 6/25/03 STIA, F&l STANDARD DETAILS
DRAWN BY DATE SWITCH VAULT DETAILS
Portof Seattle]is 6/25/03 TYPICAL SWITCH VAULT LAYOUT
CHECKED BY DATE
REVISION: DESCRIPTION: s: 260543
APPROVED BY DATE A 01




